Steamboating Guide
A selection of articles from
Funnel
the journal of
The Steam Boat Association of Great Britain
covering construction, operation, maintenance and navigation,
published in May for the 21st anniversary of the Association in 1932
Selected by Terence Mills, edited by Sam Wilkinson

Contributors:
Brian Leitrim
Frank Bridge
Peter Hurst
Ron Crawley
David Coughlin
Ray Venn,
John Ford
Peter Brown
Peter Firth
Hans Wirik

Culvert Technical Press
in association with
The Steam Boat Association of Great Britain

A CATALOG OF WHITE STEAM CARS

White Steam Cars use either kerosene or gasoline as fuel

THE WHITE COMPANY
CLEVELAND, OHIO

INSTRUCTIONS FOR
The White Steam Cars
M AND O MODELS

CLEVELAND, OHIO, U.S.A.

John Thompson
LA MONT STEAM GENERATORS
FORCED AND CONTROLLED CIRCULATION

John Thompson Water Tube Boiler Limited, Wolverhampton, England

Advantages of oil-operated valve gears.

1. A wide range of cut-off is possible without imposing a limit on the engine speed.
2. Very little effort is required by the operator to vary the cut-off.
3. Wear is negligible, because all the parts are immersed in oil.
4. The gear is sealed in a section.
5. Very few working parts are exposed.

Reeds' Engineers' Hand Book to the Local Marine Board Examinations and Certificate of Competency for First and Second Class Engineers

With Elementary Questions and Answers

Third Edition, Revised and Enlarged

148, HIGH STREET, WOLVERHAMPTON, ENGLAND